
LT9401

SPECS

Product #

Wattage

Voltage

CCT

Lumen

Beam Spread

CRI

Working Temp

LT9401

1/2/3W(Adjustable)

9-17V AC/DC

2700-5000K

80-240lm

150°

≥85Ra

-40℃~40℃

   Lutou Technology Co,. LTD    info@lutou-tech.com    www.lutou-tech.com    +86-755-28716871

FEATURES

INSTALLATION

Bronze/Black

- Adjustable wattage from 1W to 3W wtih a dip switch 

- LED module easy serviceable

- Engineered for outdoor lighting applications

- IP65 weatherproof and water-resistant

- Top quality electronic components

Wire Connectors

Pigtail Main Supply Cable

IP65

Stake

Wireway Slot

Pigtail

EASY
REPLACEABLE

PATH LIGHT
(Integrated Fixtures)Aluminum

1W2W3W

ADJUSTABLE
WATTAGE

PCs/Master Carton

Product Weights

Net Weights

Gross Weights

20 PC

1.10 LBS / 0.47 KG

20.7 LBS / 9.38 KG

36.4 LBS / 16.5 KG

9.7”(L)x10.2”(W)x3.3”(H)
24.7(L)*25.9(W)*8.3(H)cm

21.7”(L)x21”(W)x17.7”(H)
55(L)*53(W)*45(H)cm

PCs/Inner Box

Master Carton

Inner Box

1 PC

MATERIALS

LENS

WARRANTY
Aluminum

FINISH

Frosted PC

3 years warranty


